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CHONGQING PINGWEI ENTERPRISE CO.LTD

PW3400A
30V N-Channel MOSFET

5.8A30V; Rpsonyp=20mQ@10V, Rpsonyy=22mQ@4.5V, SOT-23-3L
Rpsonyyp=25mQ@2.5V
FEATURE
[ ) TrenchFET Power MOSFET

1. GATE
® Excellent RDS(on) and Low Gate Charge 2. SOURCE

3.DRAIN

Application

] DC/DC Converter . .
Schematic diagram

® Load Switch for Portable Devices
® Battery Switch D
MARKING:
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ABSOLUTE MAXIMUM RATINGS (T,=25°C unless otherwise noted)

Parameter Symbol Value Unit
Drain-Source Voltage Vbs 30 \%
Gate-Source Voltage Vas +12 \%
Continuous Drain Current>> Ta=25°C Ip 5.8 A
Pulsed Drain Current® Ipm 30 A
Power Dissipation®> Ta=25°C Pp 1.8 W
Thermal Resistance from Junction to Ambient® Roja 69.4 °C/W
Junction and Storage Temperature T Tsta -55~+150 °C
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CHONGQING PINGWEI ENTERPRISE CO.LTD

MOSFET ELECTRICAL CHARACTERISTICS(T,=25°C unless otherwise noted)

Parameter Symbol Test Condition Min Type Max Unit

STATIC CHARACTERISTICS

Drain-source breakdown voltage V@erpss | Vas= 0V, Ip=250pA 30 v

Zero gate voltage drain current Ipss Vps=24V,Vgs= 0V 1 LA

Gate-body leakage current Igss Ves=%12V, Vps= 0V +0.1 LA

Gate threshold voltage® Vasih Vps=Vgs, [p=250pA 0.7 1.0 1.4 \Y%
Vas =10V, Ip=5.8A 20 27

Drain-source on-resistance®® Robs(on) Vas=4.5V, Ip=5A 22 30 mQ
Vas=2.5V, Ip=4A 25 35

Forward tranconductance® 2Fs Vps =5V, Ip=5A 8 S

DYNAMIC CHARACTERISTICS

Input Capacitance Ciss 1155

Output Capacitance Coss Vps=15V,Vgs=0V,f=1MHz 108 pF

Reverse Transfer Capacitance Crss 84

Gate resistance R, Vps =0V, Vs =0V,f =1MHz 3.6 Q

SWITCHING CHARACTERISTICS

Turn-on delay time td(on) 5

Turn-on rise time tr Ves=10V.Vps=15V, 7 N

Turn-off delay time td(ofh) 40
R1=2.7Q,RGen=3Q

Turn-off fall time ty 6

SOURCE-DRAIN DIODE CHARACTERISTICS

Body Diode Voltage® Vbs Is=1A, VGS =0V 1 \Y%

Notes:

1.The maximum current rating is limited by package.
2.Pulse Test : Pulse Width < 10ps, duty cycle < 1%.
3.Pulse Test : Pulse Width < 300ps, duty cycle < 2%.
4.The power dissipation Pp is limited by Timax) = 150°C.

5.Device mounted on 1in?> FR-4 board with 20z. Copper, in a still air environment with Ta =25°C.
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\“ CHONGQING PINGWEI ENTERPRISE CO.LTD

PW3400A

Typical Electrical and Thermal Characteristics

Versionl.0

DRAIN TO SOURCE VOLTAGE V,, (V)

ON-RESISTANCE Rpgp,,, (mf2)

SOURCE CURRENT | (&)

Output Characteristics
20 :

\Eu'ts=-i.5\f.ﬁv : : T.=2-5°C

2 4 6 8
DRAIN CURRENT |, (A)

s~ Ve

oo 04 0.8 12 16
SOURCE TO DRAIN VOLTAGE Vg, (V)

ON-RESISTANCE Ry, (m0)

THRESHOLD VOLTAGE V., (V)

DRAIN CURRENT I, {A)

10

Transfer Characteristics

V=3V
Pulsad--| -

o 0.5 1.0 1.5 20 25 a0

GATE TO SOURCE VOLTAGE Vs V)

150

125

8

~y
o

25

20

1.5

1.0

0.5

GATE TO SOURCE VOLTAGE V, (V)

Threshold Voltage

— | kas0ua
1 | H

25 50 75 100 125

JUNCTION TEMPERATURE TI °:Cy

www.perfectway.cn



\\ BEXFFHERW R ERAF PW3400A

CHONGQING PINGWEI ENTERPRISE CO.LTD

SOT-23-3L Package Information
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— Dimensions In Millimeters Dimensions In Inches
< o Min. Max. Min. Max.
[T s 3 g A 1.050 1.250 0.041 0.049
EE Al 0.000 0.100 0.000 0.004
A2 1.050 1.150 0.041 0.045
2 < b 0.300 0.500 0.012 0.020
11 I C 0.100 0.200 0.004 0.008
\ i D 2.820 3.020 0.111 0.119
E1 1.500 1.700 0.059 0.067
E 2.650 2.950 0.104 0.116
2 0.950(BSC) 0.037(BSC)
el 1.800 2.000 0.071 0.079
L 0.300 0.600 0.012 0.024
8 a° 8" a* a°
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CHONGQING PINGWEI ENTERPRISE CO.LTD

SOT-23-3L Tape and Reel

SOT-23-3L Embossed Carrier Tape

Dimensions are in millimeter
Pkg type A B C d E F PO P P1 W
SOT-23-3L 3.18 | 3.28 132 | @150 | 1.75 | 3.50 | 4.00 | 4.00 | 2.00 | 8.00

SOT-23-3L Tape Leader and Trailer

- Trailer Tape - - Leader Tape
100£2 Empty Pockets Components 100+2 Empty Pockets
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Dimensions are in millimeter
Reel Option D D1 D2 G H | W1 w2
7"Dia ©180.00 60.00 13.00 R78.00 R25.60 R6.50 9.50 13.10
REEL Reel Size Box Box Size(mm) Carton Carton Size(mm)|  G.W.(kg)
3000 pcs 7 inch 30,000 pes 203=203%195 120,000 pcs 438=438%220
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